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        SARD Hand Held Specifications
 Length     
 Width     
 Height     
 Weight     
 Power Consumption Watts  
 Power Supply    
 Power Consumption Amps  
 Battery Capacity   
 Battery Life Average   
 Display Size in Inches   
 Display Resolution   
 Infra Red- Wave Length / Power 
 Laser Class    
 Wave Length    
 Resolution    
 Operating System   
 Processors    
 Memory    
 Workable Test Surface   
 Minimum Taggant Sensitivity  
 Minimum Time to Recognition  
 Maximum Time to Recognition  
 RGB-LED Display   
 Temperature Range   
 Includes: 110-240 volt charger and cord
                 900 mAh Lithium Battery 
                 Explorer Case 
     Programming for SARD Security Solution
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Hand Held Specifications 
170 mm 
  85 mm 
  37 mm 
650 g 
Typ. 5 Watt 
25 Watt 
0.48 A 
900 mAh 
2.5 hours 
4.3 
800 x 400 
980 nm / 70 mW 
3B 
450-920 nm  
1.5 nm 
SARD Lantanox HA 
2 
130 MB 
2 mm2  
LA 500 ppm 
500 µs 
300 ms 
Yes 
-10°C - + 50°C 

charger and cord 

mming for SARD Security Solution  

 

 

����������������	�

�
��� 
����
� ����� �
�
����� ��� �
�
�

��� �
���
� �
� ������
� 
� ��� ���
�
���� �� � ����
�� �
��
�
��������
�
�
���
����� ��������!� �
����
����
�������"���� ����
���
�
��
�
�
��#�

$
#�
���
�
���!	����	
���
��
�
����
���� ����� 
��� ����������
������� �
��!�
�� ���� 
 ��
�
�

�����
������ 
��� �
�����
�� 
�
%
�
�������� ����
��
��
��� &'
�
�
����� �
�
�� (
)����
��� *�� 
��� ���(��� +,&-� .
���
,/��
�
��'000
�

�
� 	
�� ����
�
1���
��
���	����
��2��

���3��#�
�
)
�����1�!�
�
�����'
4
���4
���
���,��5������	
�
6��
����� �
3������ 7��!�
�
�

  
 info@swiss-authentication.us
 www.swiss-authentication.us
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SARD Forensic Detector Specifications 

 Length     285 mm 
 Width     165 mm 
 Height       48 mm 
 Height Including Head Tube Length 760 mm 
 Weight     2700 g 
 Power Consumption Watts  Typ. 9 Watt 
 Power Supply    35 Watt 
 Power Consumption Amps  0.7 A 
 Battery Capacity   10,000 mAh 
 Battery Life Average   10 hours 
 Display Size in Inches   8.9 
 Display Resolution   1024 x 600 
 Infra Red- Wave Length / Power 980 nm / 70 mW 
 Ultra Violet- Wave Length / Power 405 nm / 15 mW 
 Laser Class    3B 
 Wave Length    380-950 nm  
 Resolution    0.65 nm 
 Operating System   SARD Lantanox FO 
 Processors    3 
 Memory    2 GB 
 Workable Test Surface   2 mm2  
 Minimum Taggant Sensitivity  LA 500 ppm 
 Minimum Time to Recognition  500 µs 
 Maximum Time to Recognition  300 ms 
 Programmable RGB-LED Display Yes 
 Temperature Range   -10°C - + 50°C 
 IR/UV Digital Combination  Yes 
 Audio Confirmation   Yes 
 WLAN Capable    Yes 
 GPS Capable    Yes 
Includes: 110-240 volt charger and cord 

                 10,000 mAh Lithium Battery 
                 Custom Protective Case 
     Programming for SARD Security Solution 
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Swiss Authentication USA  
10777 Sunset Office Drive, Suite 318 
Sunset Hills, MO 63127 
Phone       1 636 333 0900 
Facsimile  1 636 556 2446 
info@swiss-authentication.us 
www.swiss-authentication.us 
 

Mark Diemer 314 800 7033     President 
markdiemer@swiss-authentication.us  
 
Tom Bonderer 314 280 1811        Sales 
tombonderer@swiss-authentication.us 
 
Jerry Alt 314 249 6698           Marketing 
jerryalt@swiss-authentication.us 
 
Tonis Zafiropoulos 314 504 3974       IT 
tonisz@swiss-authentication.us 
 
Daniel Diemer 314 409 7444        Legal 
dandiemer@swiss-authentication.us 
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